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PIPE CLAMP M8 Pipe Clamps – Exhaust Pipe Clamp

Technical data & Ordering information

Pre-mounted screw and nuts1

Exhaust system pipe clamp

The NORMACONNECT® Pipe clamp M8 meets quality standards, which 
are suitable for use with a wide range of pipe diameters. Pipe clamps are 
not used only in exhaust systems. 

Advantages at a glance

• Hexagonal wheel for better maintenance of the U
• Completely assembled
• Suitable for use with a wide range of pipe diameters

Applications

• Exhaust systems
• Mounting of signage
• TV antennas/aerials

NORMACONNECT® PIPE CLAMP M8

Designation Diameter in mm A± 0.7 B C E± 1
W1

Product No.
PIPE CLAMP M8 25 25 50 16 25 52 0152 0000 025

PIPE CLAMP M8 28 28 53 17.5 28 54 0152 0000 028

PIPE CLAMP M8 32 32 57 19 32 60 0152 0000 032

PIPE CLAMP M8 35 35 60 20 35 63 0152 0000 035

PIPE CLAMP M8 38 38 63 22 38 65 0152 0000 038

PIPE CLAMP M8 42 42 67 23.5 42 69 0152 0000 042

PIPE CLAMP M8 45 45 70 25.5 45 71 0152 0000 045

PIPE CLAMP M8 48 48 73 26 48 73 0152 0000 048

PIPE CLAMP M8 51 51 76 26.5 51 76 0152 0000 051

PIPE CLAMP M8 54 54 79 28 54 79 0152 0000 054

PIPE CLAMP M8 57 57 82.5 29 57 83 0152 0000 057
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